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‘ \ \\‘“ \\ \@ CONSTRUCTION PROCEDURES

STAGE )| BEFCRE PAVEMENT MWILLING!

A} REMOVE A WINIMUM OF 12 (300 OF THE PAVEMENT FROM
ARQUND THE STRUCTURE,

BY REMOVE THE EXISTING FRAME AND LID FROM THE STRUCTURE.

C) COVER THE STRUCTURE OPENING WITH A 36 (900! DIAMETER
METAL PLATE.

Dy BACKFILL WITH CRUSHED STONE AND A WINIWLM 1/ (40)
THICK HuA SURFACE MIX APPROVED BY THE ENGINEER,

STAGE 2 (AFTER PAVEMENT MILLING)

4} REMOVE THE HMA SURFACE MIX AND CRUSHED STONE.

B! INSTALL THE FRAME AND LID: ADJUST THE FRAME TO ITS
FINAL SURFACE ELEVATION.

€ THE SURROUNDING SPACE SHALL BE FILLED WITH CLASS PP-1%
CONCRETE TO THE ELEVATION QF THE SURFACE OF THE EXISTING
BASE COURSE DR THE HINDER COLRSE.

® UNLESS OTHERWISE SPECIFIED IN THE PLANS.

12 (300) MIN,

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO
THE APPLICABLE PORTIONS OF SECTIONS 353, 408,
602, AND 603 QF THE STANDARD SPECIFICATIONS
EXCEPT THAT “THE CONTRACTOR SHALL ADJUST THE
STRUCTURES TO THE FINISHED PAVEMENT ELEVATION NO
MORE THAN 5 CALENDAR DAYS PRIOR TO PLACEMENT OF
THE FINAL LIFT OF SURFACE LINLESS APPROVED BY THE

W ENGINEER,”

PROPOSED T
BRICK, MORTAR, DR CONC.
ADJUSTING RINGS LEGEND

SUB-BASE GRANULAR @ FRAME AND LID (SEE NOTES)
MATERIAL

EXISTING PAYEMENT (@ ciass p-1x concrETE

NOTES:

36 1900] DIAMETER METAL PLATE
EXISTING BROKEN FRAMES AMD LIDS SHALL BE REMOVED FROPOSED HMA SURFACE COURSE
AND DISPOSED OF BY THE CONTRACTOR AND SHALL BE
REPLACED AS DIRECTED BY THE ENGIMEER. REFLACEMENT
FRAMES AND LIDS WILL BE PAID FOR IN ACCORDANCE
WITH ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS
UNLESS A SEPARATE PAY ITEM HAS BEEN PROVIDED.

IF THE EXISTING LIDS ARE OPEN, THE FRAME WILL BE LOCATICN OF STRUCTLIRES:

TED TO TH VATION OF THE M] PAVEMENT
SURFACE PRIOR B0 THE MLLING CPeRATIO. e FEAME THE CONTRACTOR WILL BE REOUIRED T KEEP A RECORD OF THE LOCATIONS OF

PROPOSED CRUSHED STONE AND
HWA SURFACE NIX

ENISTING STALCTURE (8) PrOPOSED WA BINGER cOURSE

CROIONONG)

THE BURIED STRUCTURES ACCORDING TO THE STATION AND DGISTANCE LEFT OR
WILL KOT BE REMOVED AND COVERED BY THE WMETAL PLATE. RIGHT OF THE CENTERLINE OF PAVEMENT. LIPON COMPLETION OF THE WORK,
CITY OF CHICAGD CASTINGS ARE THE PROPERTY OF THE THE CONTRACTOR WILL DELIVER THE RECORD TO THE ENGINEER.
CITY AND THE CONTRACTOR SHALL NOTIFY THE CITY FOR
REMOVAL AND DISPOSITION OF THE CASTINGS. BASIS OF PAYMENT,
THE METAL FLATE USED TO COVER THE STRUCTURE SHALL
- REMOVING FRAMES AND LIDS ON DRAIMAGE AND UTILITY STRUCTURES
REMAIN THE PROPERTY OF THE CONTRACTOR. IN THE PAVEMENT FRIOR TG WILLING, ANG ADJUSTING TO FINAL GRADE
PRIOR TD PLACING THE SURFACE QOURSE. WILL BE PAID FOR AT THE
WHEM STRUCTURES ARE TQ BE ADJUSTED DR RECONSTRUCTED, CONTRACT LNIT PRICE EACH FOR “FRAMES AND LIDS TO BE ADJUSTED
THE LOWERING AMD RAISING OF THE FRAMES AND LIDS WILL {SPECIALL™
NOT HE PAIO FOR SEPARARTELY BUT WILL BE INCLUDED IN THE
COST OF THE CORRESPONDING PAY [TEM. THIS WORK RILL NOT BE PAID FOR WHEN DRAINAGE AND UTILITY
STRUCTURES ARE SPECIFIED FOR PAYMENT AS STRUCTLRE
RECONSTRUCTION.

NEW FRAMES AND LIDS, WHEN SPECIFIED, WILL
BE PAID FOR SEPARATELY.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT
WITH MILLING

ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS OTHERWISE SHOWN
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